LED Mchrkammericuchte

LED Rear Combination Lamp

PRO-2

@ PHE=7 LED MKL

LED Brems-Blink-Schlusslcuchte
LED Stop-Tail-Dir.Indicator Lamp

Art. 40 286 001 - 24V
Art. 40 286 201 - 12V

PHE©-2 LED MKL

Blinkleuchte glaskl
Dir. Ind. w. clear I

LED

Kabel 2m

LED Brems-Blink-Schlussicuchte

LED Stop-Tail-Dir.Indicator Lamp
Art. 40 286 011 - 24V
Art. 40 286 211 - 12V

@ PR= LED NSL/RFS

LED Necbelschluss-/Rickfahricuchte
LeD Fog-/Reversing Lamp
Art. 40 286 002 - 24V
Art. 40 286 202 - 12V

LED Leuchtenseric PRO-2

- Folgende Ausfihrungen:
- LED Brems-Blink-Schlussicuchte
- LED Nebelschluss-/Rickfahricuchte

- LED Leuchtenmodule in brillianter Spiegel-
optik mit jeweils 18 Hochleistungs-LED s

- LED Leuchtenmodule sowie Kontaktbereich
komplett wasserdicht vergossen

- einfache, schnelle und kostenginstige
Instandsetzung durch auswechselbare
Leuchtenmodule

- Anbaulage horizontal oder vertikal

- LED Kontrollgerate verfigbar

- €C€ und ADR geprift, IP67

PRE=r LED MKL

tep)

Kabel 2m

LED Brems-Blink-Schlussieuchte
LED Stop-Tail-DirIndicator Lamp

Vertikale Anbaulage
vertical fixation

-7 LED MKL

Blinkleuchte glask!

Kabel 2m

LED Brems-Blink-Schlussicuchte
LED Stop-Tail-Dir.Indicator Lamp

Vertikale Anbaulage

vertical fixation

Dir. Ind. w. clear lens

RROLUCG,

Art. 50 135 000 - 24V

PRO-LCG 50 135 000 dient zur Uberwachung der
Brems-Blink-Schlusslichtfunktion!

LeD Control Gear 50 135 000 monitors the stop light -,
tail light - and direction indicator function

LED KHontrollgerit

= ==

Art. 50 136 000 - 12V
Art. 50 136 024 - 24V

LED Kontroligerdt 50 136 ... dient zur Uberwachung
der Blinklichtfunktion! Blinkerausfallkontrolle
LED Control Gear 50 136 ... monitors the

direction indicator function

LED Kontrollgerat

Art. 50 125 012 - 12V
Art. 50 125 000 - 24V

LED Kontrollgerat 50 125 ... dient zur Uberwachung
der Schlusslichtfunktion!

LED Control Gear 50 125 ... monitors

the tail light function

LED Rear Combination Lamp PRO-2
- LED Mehrkammerleuchte in Modulbauweise - each LED lamp module comes in brilliant clear  §

glass optic with 18 High Power LED s

- Following versions are available:

- LED Stop-Tail-Direction Indicator Lamp
- LED Fog-/Reversing Lamp

- LED lamp modules and cable connections are

complete waterproof casted

- easy, quick and cost effective maintenance

due to replaceable LED lamps

- horizontal or vertical fixation possible
- LED control gears availoble
- €C€ and ADR approved, IP67
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Kabel 2m/

Cable 2m
M8 x 24
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